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“Quality is anchored in our DNA“

If you grew up in a joinery that your father founded over 
35 years ago, then quality in interior design and 
work manship is 昀椀rmly anchored in your DNA.

From the very beginning, delivery reliability and product 
quality have led the Burke Group to the highest levels of 
customer satisfaction. Over the years, we have 
become one of the suppliers for the production of 
affordable standard products as well as customised, 
high quality interior acoustic solutions. We supply 
customers worldwide. 

With selected and 昀椀rst-class materials for all wall and 
ceiling coverings, we achieve a perfect interplay of 
room sound and aesthetics. 

All products are manufactured in our own factory in 
Dublin using the latest machinery, some of which we 
have developed ourselves, „Made in Ireland“. 

We are one of the few companies in this industry to have 
our own design and consultancy team. This enables us to 
offer you a unique service and guide you through every stage of the project process; from 
the initial architect‘s con cept to the installation of the 昀椀nal product. 

We are a family run business and it is very close to our hearts to pass on the decades of 
experience we have gained. With our strong and well-trained team, we create a unique 
room-sound experience for you.

David Burke, John Burke (CEO)
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A 昀氀exible consulting team ... 

Our know-how in project consulting ...

Our own production ... 

Specially con昀椀gured products ...

International dispatch processing ...

Creating added value…



enables customised product 
developments.

saves you time in the planning phase.

reduces your procurement times.

save further processing for ef昀椀cient 
assembly.

guarantees unproblematic transport.

with Burke Acoustics.
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Education
Kindergartens and Day-care centre,
Schools, Universities

Leisure
Multipurpose halls, Youth centres, Casinos

Culture
Theatres, Cinemas, Concert- and 
Multifunctional halls

Where our products are used

Public buildings
City halls, libraries, atriums, auditoriums, 
radio stations, television studios
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Gastronomy
Hotels, Restaurants, Cafés, Canteens

Of昀椀ce buildings
Small and open-plan of昀椀ces, Escape 
routes, Corridors, Meeting rooms

Sport
Large gymnasiums, School gymnasiums, 
Stadiums, Press rooms, Swimming pools

Healthcare
Hospitals, Medical practices, Rehabilitation 
centres, Health resorts
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Wood replicas
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CPL/HPL/Melamin

0H913 - Master Oak (V2A)
natural

0H914 - Master Oak (V2A) 
double fumed

C0113 - Master Oak (V2A) 
elegant black cc

H3303 ST10 - natural hamilton oak

H1334 ST9 - Sorano oak naturally 
light

H1145 ST10 - natural bardolino oak

H1313 ST10 - 
whiteriver oak grey/brown

H3157 ST12 - Vicenza oak

H3395 ST12 - natural corbrdidge oak

H1733 ST9 - Mainau birch H3840 ST9 - natural mandal maple H3734 ST9 - natural dĳon walnut
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Uni color and material imitation decors 

Wood reproductions and colours shown represent a selection of popular decors. In 
principle, all commercially available CPL/HPL and melamine coatings are possible.

Please send a direct enquiry to info@burkeacoustics.com.

Binding orders can only be placed on the basis of original samples, as all the decors 
shown here are only reproductions.

U702 ST9 - cashmere grey
NCS: S2005-Y60R

 U727 ST9 - stone grey
NCS: S4005-Y50R

U540 ST9 - denim blue
NCS: S3010-R90B

U961 PM - graphite black
NCS: S7500-N

F302 ST87 - ferro bronze

U708 ST9 - light grey
NCS: S2000-N

RAL: 7047

W1000 ST9 - premium white
NCS: S0500-N

RAL: 9003

F186 ST9 - Chicago Concrete light 
grey

U636 ST9 - fjord green
NCS: S4010-B50G

laminate / veneer 
composite panels

melamin-coated 
boards ==
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European oak

Real wood veneers

American walnut

Canadian maple American cherry

The types of wood shown represent a selection of common veneers. Of course, all 
common types of wood can be processed. 

Due to the uniqueness of each individual tree log, we recommend using a planked 
veneer panel for large wall surfaces. This results in a homogeneous overall 
appearance of the wall cladding.

Please ask for the Burke veneer brochure. Our sales team will be happy to answer 
any further questions you may have.
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Lacquered surfaces RAL/ NCS

RAL/ NCS

All common colours and colour systems (RAL/NCS) can be lacquered. The lacquering is 
carried out by spray painting and UV roller application.

This achieves the best surface results. A lacquered surface that is „changed“ by slits or 
perforations/drillings appears different in colour than a smooth closed surface. 

If the surface is produced by the customer, care must be taken to ensure uniform 
colouring in the slits and holes.

For lacquered surfaces on micro-perforated panels, please contact our sales team.

11

laminate / veneer 
composite panels

melamin-coated 
boards ==



Dimensions
Standard:   
 3050x1220 mm / 192 mm
 2440x1220 mm / 192 mm
 (without edging)
��max. dimensions with edging 

3000x1200 mm

Core materials
��MDF
��Chipboard
��Gypsum 昀椀bre
��Multiplex/Plywood

昀椀re behaviour:
��Normal 昀氀ammability
��Flame retardant (Bs1d0, Bs2d0)
��Non-combustible (A2s1d0) 

(only core)

Surfaces
��Real wood veneer, UV lacquered
��HPL/CPL laminate
��Lacquered RAL/NCS

Installation:
��Hanging system rails with different wall 

spacings; see page 42-47 for installation.
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MicroSound 05

Perforation 0.5 mm 
Hole spacing ctr/ctr 1.8 mm staggered 
Hole proportion: 6.1 %

NRC 0.85 
Absorber class: B

MicroSound 1

Hole diameter 1.0 mm 
Hole spacing ctr/ctr: 3 mm parallel 
Hole proportion: 8.7 %

NRC 0.85 
Absorber class: B
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Added value: 
��An almost invisible perforation preserves the beauty of 

the of the wood structures.
��Due to a very high degree of absorption you need 

fewer acoustic panels with the same sound 
absorption.

��Standard panels are signi昀椀cantly cheaper and allow 
individual cutting by the fabricator



Dimensions:
��Standard:   

L3050 x B1220 / B192 mm
L2440 x B1220 / B192 mm

 (without edging)
��max. dimensions with edging:  

L3000 x B1200 mm

Core materials:
��MDF
��Chipboard 
��Gypsum 昀椀bre
��Multiplex/plywood

Fire behaviour:
��Normal 昀氀ammability
��Flame retardant (Bs1d0, Bs2d0)
��Non-combustible (A2s1d0) 

(only core

Surface:
��Real wood veneer, UV lacquered
��HPL/CPL laminates
��Melamine coated (Only MDF and 

chipboard)
��Lacquered RAL/NCS

Installation:
��Hanging system rails with different wall 

spacings; see page 42-47 for installation.
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Added value:
��Very large selection of different hole diameters. 
��High absorber volume. 
��Broadband absorber covers all frequencies up to 

5000 Hz. 

Product description: 
The ProSound product range covers almost all hole diameters from 1.5 mm. Standard hole 
diameters are 1.5 mm, 3 mm, 6 mm and 8 mm. 

We offer other hole diameters such as 10 mm, 12 mm as well as large holes with e.g. 35 
mm and 50 mm. 

Special perforations, such as staggered arrangement (staggered, diamond), or omitted 
rows of holes are also possible with ProSound. Please request these separately from us at 
info@burkeacoustics.com. 

Due to the high variance of the individual arrangements and hole diameters we can 
create individual bespoke products. 

ProSound products are usually made of melamine-coated MDF boards or veneered and 
lacquered MDF boards. The back of the acoustic panel is covered with a black, 
昀氀ame retardant acoustic 昀氀eece. In this way we keep costs low in order to be able to offer 
you a product with the best price-performance ratio




























































